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° Dowel
AS B Item Description PN DN_| qty.
@220 bar | mm.
A A |LEG ON ANCHOR PLATE - - 3
o B |1/2 FIXED LID s=3mm - - ]
| 1 & C_ [1/2 HINGED LID s=2mm - - ;
0 _/') N| A | D T IG-_TNER_FOR HINGED LID - - 2
N E" o)) / E [SAFETY GRID FOR 1/2 HINGED LID - - ]
—Q a F___|CONICAL INLET FOR AGITATOR UP TO FLANGE $220mm - 150
= o ! G [INLET DN50 UP TO WELDING MALE DN50 DIN11851 atm. |50
al | B B { - € = | ASER-WELDED DIMPLE JACKET ON TANK SHELL H=750mm /
11 1 H [F=2.5m2/Pmax 8bar/ Tmax=100°C 8 - 1
i *heating agent hot water
@Q’ \ I INLET/OUTLET DIMPLE JACKET ON TANK SHELL UP TO WELDING 8 G1" 2
: MALE G1"
W 3 DISMOUNTABLE TOTAL OUTLET UP TO WELDING LINER AND atm 40 1
NUT DN40 DIN11851 '
] INSULATION MINERAL WOOL 40mm ON TANK SHELL WITH
! b5 546 K |STAINLESS STEEL (AISI1304L) WELDED DECORATIVE CASING - - 1
— — - FOR THE DIMPILE JACKET
-l 030 Straightness, flatness and parallelism - EN 13920 F Linear dimensions - EN 13920 B
C 1 . 2 =30 | >120 | >400 |>1000 | >2000|>4000| >8000 {>12000( =2 >30 | >400 [>1000 |>2000 |>4000| >8000 |>12000
Seal (O \O\ <120 | <400 [<1000 | <2000 |=<4000 [ <8000 |<12000(<16000| <30 | <400 [<1000 | <2000 | <4000 | <8000 |<12000{<16000
€a Y D 1 . 2 F 1 1.5 3 4.5 6 8 10 12 +1 2 +3 14 16 18 +10 +12
2%xM5 Dowel‘ B - Surface Outéide Matt 2B Weld. seams Outflde Strip grlrlmded 2x20 Ra<1,6
x Sea| 7\‘ Self_locklng Geometrical volume 1000 ¢ Geometrical volume - jacket 46 Inside Matt 2B Inside Flat grmdeg t? Ba<0,8
| nut DIN985 Wokngpresse  Amogphetc  Worlog peshre- ket % 1.6 Drawn: Scale 1.4404
\ “ Working temperature -10/100°C Working temperature - jacket -10/100°C ZZ. 1:22 AISI 31 6L Jd
1 0 Maximum density 1.2kg/dm?® Jacket pressure drop
\7 Tare mass 242 kg Material 1.4404 / AISI 316L S @ Checked: TYPE VC-HILA_1 000 L
J | /, Equipment output/voltage - Year of manufacture - | K.I .
\|10] ;| o Approved: Rev
- 7t - (0 >V “o) DM, 30.7.2019 . |kang | Shect
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