Processoverskott AE ()

10000 liter tank i Rostfritt 304

194,000,00 Kkr /st exkl moms

Additional information: Tank was designed as gas station for LNG but never used; though a bundled
element in the middle of the tank it can be heated or cooled; 2 transport blocks made of Fe; part of the

insulation & insulating jacket is missing in the upper part of the cylinder.; some residues of previous content;
dents at the cylinder
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Volumetric volume (L): 10.000 L
Pressure in tank: pressure
Max. pressure (Bar): 18 Bar
Max. temperature (°C): 50 °C

Material wet parts: SS AISI 304 (V2A)

Model: vertical

Configuration: insulated with heat-exchanger
Heat exchanger: yes

Insulation: yes

Mobile tank: no

Total discharge: no

Max Overpressure: 18 Bar
Documents included: no
Technical drawing included: no

Registration plate on the tank: yes
Flange for agitator: no

Outer diameter tank: 1.850 mm
Cylinder height: 5.239 mm

Total height of tank: 7.700 mm

Total outer width: 2.300 mm

SKU: 299574

Mer information

PROCESSOVERSKOTT AB Las vara kopvillkor

Rodervagen 57
891 78 Bonassund
info@processoverskott.se



mailto:info@processoverskott.se
https://www.processoverskott.se/om-oss/kopvillkor/

Processoverskott AE )

Beskrivning av produkt

Material: Rostfritt 304

Modell: Vertikal

Nytillverkad/Begagnad: Begagnad

Arbetstryck i tank: pressure

Konfiguration: insulated

Max. arbetstemperatur: 50 °C

Mobil tank: Nej

Ovrig information: Tank was designed as gas station for LNG but never used; though a bundled
element in the middle of the tank it can be heated or cooled; 2 transport blocks made of Fe; part

of the insulation &

Ovrig information2: insulating jacket is missing in the upper part of the cylinder.; some residues
of previous content;dents at the cylinder; we can't give any guarantees about the heating/cooling
jacket

Omrdrare: Nej

Overtryck: 18 Bar

Total urtappning: Nej

Trycktank: Ja

Uppvarmning/kylning: Ja

Vatskeberdrd yta: SS AISI 304 (V2A)

Volym i liter: 10000

Utrustning

Dokument finns: Nej
Flans féor omrorare: Nej
Markskylt: Ja

Teknisk ritning finns: Nej

Oversikt material
Material: Rostfritt 304

Dimensioner av tank
Cylinderhgjd: 5.239 mm
Total hojd: 7.700 mm
Ytterdiameter: 1.850 mm
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Mer
Isolerad: Ja
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