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2400 liter tank i Rostfritt 304

43,000,00 kr /st exkl moms

Additional information: Fragrance production (alcoholic scents); 2 loose bearing shells made of Fe; 1
manhole approx. 300 x 400 mm in the front bottom (bracket of the manhole cover made of aluminium);
Inner length: approx. 2,520 mm; Inner width: approx. 720 mm; Inner height: approx. 1,480 mm
Volumetric volume (L): 2.400 L
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Pressure in tank: ATM - atmosferic
Material wet parts: SS AISI 304 (V2A)
Model: vertical

Configuration: single-skin
Heat exchanger: no
Insulation: no
Mobile tank: no
Total discharge: yes

Documents included: no
Technical drawing included: no
Registration plate on the tank: no
Flange for agitator: no
Outlet of tank: 20

Total outer width: 730 mm
Total outer length: 2.750 mm

SKU: 296864

Mer information
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Beskrivning av produkt
Material: Rostfritt 304
Modell: Vertikal
Nytillverkad/Begagnad: Begagnad
Arbetstryck i tank: ATM – atmosferic
Konfiguration: single-skin
Mobil tank: Nej
Övrig information: Fragrance production (alcoholic scents); 2 loose bearing shells made of Fe; 1
manhole approx. 300 x 400 mm in the front bottom (bracket of the manhole cover made of
aluminium); Inner length: approx.
Övrig information2: 2,520 mm; Inner width: approx. 720 mm; Inner height: approx. 1,480 mm
Omrörare: Nej
Total urtappning: Ja
Uppvärmning/kylning: Nej
Vätskeberörd yta: SS AISI 304 (V2A)
Volym i liter: 2400

Utrustning
Dokument finns: Nej
Fläns för omrörare: Nej
Märkskylt: Nej
Teknisk ritning finns: Nej

Översikt material
Material: Rostfritt 304

Mer
Isolerad: Nej

https://www.processoverskott.se/material/rostfritt-304/
https://www.processoverskott.se/modell/vertikal/
https://www.processoverskott.se/nytillverkad-begagnad/begagnad/
https://www.processoverskott.se/arbetstryck-i-tank/atm-atmosferic/
https://www.processoverskott.se/konfiguration/single-skin/
https://www.processoverskott.se/mobil_tank/nej/
https://www.processoverskott.se/ovrig_info/fragrance-production-alcoholic-scents-2-loose-bearing-shells-made-of-fe-1-manhole-approx-300-x-400-mm-in-the-front-bottom-bracket-of-the-manhole-cover-made-of-aluminium-inner-length-approx/
https://www.processoverskott.se/ovrig_info/fragrance-production-alcoholic-scents-2-loose-bearing-shells-made-of-fe-1-manhole-approx-300-x-400-mm-in-the-front-bottom-bracket-of-the-manhole-cover-made-of-aluminium-inner-length-approx/
https://www.processoverskott.se/ovrig_info/fragrance-production-alcoholic-scents-2-loose-bearing-shells-made-of-fe-1-manhole-approx-300-x-400-mm-in-the-front-bottom-bracket-of-the-manhole-cover-made-of-aluminium-inner-length-approx/
https://www.processoverskott.se/ovrig_info2/2520-mm-inner-width-approx-720-mm-inner-height-approx-1480-mm/
https://www.processoverskott.se/omrorare/nej/
https://www.processoverskott.se/total_urtappning/ja/
https://www.processoverskott.se/uppvarmning_kylning/nej/
https://www.processoverskott.se/vat_yta/ss-aisi-304-v2a/
https://www.processoverskott.se/volym-i-liter/2400/
https://www.processoverskott.se/dokument-finns/nej/
https://www.processoverskott.se/flans-for-omrorare/nej/
https://www.processoverskott.se/markskylt/nej/
https://www.processoverskott.se/tekniskt_ritning_finns/nej/
https://www.processoverskott.se/material/rostfritt-304/
https://www.processoverskott.se/isolering/nej/
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