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8700 liter tank i Rostfritt 304

200,000,00 kr /st exkl moms

Additional information: Cosmetics; Technical documentation of an identically constructed tank available;
cylinder flanged (see photos; connecting screws missing); cone height approx. 500 mm; 4 support brackets,
stainless steel; minimum wall thickness in the upper tank part 6.3 mm; Metallic discolouration inside
Volumetric volume (L): 8.700 L
Pressure in tank: pressure and vacuum
Max. pressure (Bar): 3 Bar
Min. pressure (Bar): 1 Bar

Max. temperature (°C): 150 °C
Material wet parts: SS AISI 316 (V4A)
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Model: vertical
Configuration: single-skin
Heat exchanger: no

Insulation: no
Mobile tank: no
Total discharge: yes
Documents included: no
Technical drawing included: no

Registration plate on the tank: yes
Flange for agitator: no
Position of manway: headside
Outlet of tank: flange DN100
Agitator: yes

Number of revolutions: 85
Power: 3
Top: 6,50 mm
Cylinder: 5,50 mm
Bottom: 4,80 mm

Internal diameter tank: 1.500 mm
Cylinder height: 4.450 mm
Total height of tank: 5.900 mm
Empty weight tank: 2.250

SKU: 310310

Mer information
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Beskrivning av produkt
Material: Rostfritt 304
Modell: Vertikal
Nytillverkad/Begagnad: Begagnad
Arbetstryck i tank: pressure and vacuum
Konfiguration: single-skin
Max. arbetstemperatur: 150 °C
Mobil tank: Nej
Övrig information: Cosmetics; Technical documentation for 2 of the tanks available, for the third
tank only copies of the other two tanks could be provided; cylinder flanged (see photos); cone
height approx. 500 mm; 4
Övrig information2: support brackets, stainless steel; minimum wall thickness in the upper tank
part 6.3 mm; Metallic discolouration inside; we can’t give any guarantees about the agitator
Omrörare: Ja
Övertryck: 3 Bar
Total urtappning: Ja
Undertryck (vakuum): 1 Bar
Trycktank: Ja
Uppvärmning/kylning: Nej
Vätskeberörd yta: SS AISI 316 (V4A)
Volym i liter: 8700

Utrustning
Dokument finns: Nej
Fläns för omrörare: Nej
Märkskylt: Ja
Teknisk ritning finns: Nej

Översikt material
Material: Rostfritt 304

Dimensioner av tank
Cylinderhöjd: 4.450 mm
Invändig diameter: 1.500 mm
Total höjd: 5.900 mm

https://www.processoverskott.se/material/rostfritt-304/
https://www.processoverskott.se/modell/vertikal/
https://www.processoverskott.se/nytillverkad-begagnad/begagnad/
https://www.processoverskott.se/arbetstryck-i-tank/pressure-and-vacuum/
https://www.processoverskott.se/konfiguration/single-skin/
https://www.processoverskott.se/max_arbetstemperatur/150-c/
https://www.processoverskott.se/mobil_tank/nej/
https://www.processoverskott.se/ovrig_info/cosmetics-technical-documentation-for-2-of-the-tanks-available-for-the-third-tank-only-copies-of-the-other-two-tanks-could-be-provided-cylinder-flanged-see-photos-cone-height-approx-500-mm-4/
https://www.processoverskott.se/ovrig_info/cosmetics-technical-documentation-for-2-of-the-tanks-available-for-the-third-tank-only-copies-of-the-other-two-tanks-could-be-provided-cylinder-flanged-see-photos-cone-height-approx-500-mm-4/
https://www.processoverskott.se/ovrig_info/cosmetics-technical-documentation-for-2-of-the-tanks-available-for-the-third-tank-only-copies-of-the-other-two-tanks-could-be-provided-cylinder-flanged-see-photos-cone-height-approx-500-mm-4/
https://www.processoverskott.se/ovrig_info2/support-brackets-stainless-steel-minimum-wall-thickness-in-the-upper-tank-part-6-3-mm-metallic-discolouration-inside-we-cant-give-any-guarantees-about-the-agitator/
https://www.processoverskott.se/ovrig_info2/support-brackets-stainless-steel-minimum-wall-thickness-in-the-upper-tank-part-6-3-mm-metallic-discolouration-inside-we-cant-give-any-guarantees-about-the-agitator/
https://www.processoverskott.se/omrorare/ja/
https://www.processoverskott.se/overtryck/3-bar/
https://www.processoverskott.se/total_urtappning/ja/
https://www.processoverskott.se/undertryck/1-bar/
https://www.processoverskott.se/trycktank/ja/
https://www.processoverskott.se/uppvarmning_kylning/nej/
https://www.processoverskott.se/vat_yta/ss-aisi-316-v4a/
https://www.processoverskott.se/volym-i-liter/8700/
https://www.processoverskott.se/dokument-finns/nej/
https://www.processoverskott.se/flans-for-omrorare/nej/
https://www.processoverskott.se/markskylt/ja/
https://www.processoverskott.se/tekniskt_ritning_finns/nej/
https://www.processoverskott.se/material/rostfritt-304/
https://www.processoverskott.se/cylinderhojd/4-450-mm/
https://www.processoverskott.se/invandig_diameter/1-500-mm/
https://www.processoverskott.se/total_hojd/5-900-mm/
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Omrörare
Kraft (kW): 3
Varvtal: 85

Tjocklek på tank
Botten: 4,80 mm
Cylinder: 5,50 mm
Topp: 6,50 mm

Mer
Isolerad: Nej
Vikt: 2.250

https://www.processoverskott.se/kraft_kw/3/
https://www.processoverskott.se/varvtal/85/
https://www.processoverskott.se/botten/480-mm/
https://www.processoverskott.se/cylinder/550-mm/
https://www.processoverskott.se/topp/650-mm/
https://www.processoverskott.se/isolering/nej/
https://www.processoverskott.se/vikt/2-250/
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